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P1068 UNISTRUT 90° ANGLE
FLAT WASHER

LOCK WASHER
HEX NUT

FLAT WASHER
(not shown)

FLAT WASHER
LOCK WASHER

HEX NUT

FLAT WASHER
2" COUPLER NUT

1/2"-13 x 1" Lg HEX BOLT
T.H.E. TRACK BRACKET

(3" - T6150 or 6" - T6151)

T.H.E. TRACK

P1063 UNISTRUT PLATE WASHER
FLAT WASHER
LOCK WASHER
HEX NUT

FLAT WASHER
1/2"-13 x 5" Lg HEX BOLT

P1063 UNISTRUT PLATE WASHER
FLAT WASHER
LOCK WASHER
HEX NUT

P1063 UNISTRUT PLATE WASHER
FLAT WASHER
LOCK WASHER
HEX NUT

P1068 UNISTRUT 90° ANGLE 
FLAT WASHER
LOCK WASHER
HEX NUT

1/2"-13 x 1" Lg HEX BOLT 
FLAT WASHER

HEX NUT
LOCK WASHER
FLAT WASHER
(not shown)

FLAT WASHER
1/2"-13 x 5" Lg HEX BOLT

P1063 UNISTRUT PLATE WASHER
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PA-158 UNISTRUT SLOTTED ANGLE
(ALTERNATING SIDES @ 48" C/C MAXIMUM 
 PERPENDICULAR TO TRACK PATH)
(TWO ARE REQUIRED AT TRACK ENDS 
 MOUNTED AT RIGHT ANGLES TO 
EACH OTHER AND AT 45° TO THE TRACK PATH)

P1001 UNISTRUT CHANNEL

1/2"-13 x 1" Lg HEX BOLT 

1/2"-13 THREADED ROD
(@ 24" C/C MAX)
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TRACK TO BE FULLY SEATED IN BRACKET
AND SECURED WITH 1/4"-20 x 5/8" SCREW.
TIGHTENED TO A MINIMUM OF 20 in-lbs.

MAXIMUM POINT-LOAD OF 550 lbs
FOR STRATUS LIFT INSTALLATION.

ALL THREADED FASTENERS TO BE 
1/2"-13 GRADE 5, PLATED,  TIGHTENED
TO 40 ft-lbs.

THIS DRAWING AND THE PROPERTY OR
INFORAMTION CONTAINED HEREIN IS 
THE PROPERTY OF T.H.E. MEDICAL.

Installation Drawing
Open-Web Steel Joist Mounting & Lateral Bracing
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